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Introduction 
 
Effective water resources management is a pillar of sustainable development and 
coping with climatic risks.   Systemic reliance across key market and non-market 
sectors underscores the economic importance of safe and reliable water 
supplies.  Highly uncertain regional manifestations of human-induced climate 
change require robust measures to achieve climate resilient development goals.  
The following study explores three methods for assessing climate change 
adaptation costs in the Kenyan water sector.  Methods include an partial 
investment flows and financial flows (IF&FF, UNDP) analysis, adaptation 
signatures (SEI) and an illustrative basin-level case study for costing integrated 
adaptation strategies (WEAP, SEI).   Results of the methods were compared, 
along with highly aggregated macroeconomic estimates.  Together these 
comprise multiple evidence lines for assessing indicative costs of climate 
ÁÄÁÐÔÁÔÉÏÎ ÉÎ +ÅÎÙÁȭÓ ×ÁÔÅÒ ÓÅÃÔÏÒȢ   
 

Conceptual framing and attribution issues 
 
The attribution  of anthropogenic climate forcing to present and future impacts at 
the national or sub-national level is a highly uncertain science.  Apart from 
impacts related to sea level rise and temperature changes (e.g. average, diurnal), 
probabilistic predictions of altered precipitation and seasonal regimes are 
beyond the capacity of current global climate models (GCMs).  While model 
projections based on reference emissions scenarios remain the primary source of 
information about future climates, their outputs can be misleading in current 
contexts dominated by natural climate variability and management regimes.   
 
Extreme uncertainty associated with model-based impact approaches to 
adaptation planning calls for an alternative conceptual framework.   One such 
framework is focused around actual and intended development pathways, and 
exposure, sensitivity and adaptive capacity to current climate risks.  Hence, the 
starting point for this framework is current development and adaptation needs, 
rather than vulnerability assessments based on projected impacts.  Identified 
ÁÄÁÐÔÁÔÉÏÎ ÓÔÒÁÔÅÇÉÅÓ ÉÄÅÁÌÌÙ ÐÅÒÆÏÒÍ ÔÏ ȰÇÏÏÄ ÅÎÏÕÇÈȱ ÓÔÁÎÄÁÒÄÓ ÁÃÒÏÓÓ Á ÒÁÎÇÅ 
of scenario futures, resulting in few or no-regrets that do not limit future 
management options and offer development co-benefits.   
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However, the challenge of attribution remains prominent among methodologies 
used to cost robust strategies.  Figure 1  ÉÌÌÕÓÔÒÁÔÅÓ ÔÈÅ ÓÕÂÓÔÁÎÔÉÁÌ ȰÇÒÅÙ ÁÒÅÁȱ ÉÎ 
which present and projected future development and adaptation financing needs 
overlap.  The complexity of these overlaps demonstrates a need for process-
based rather than optimization approaches to adaptation, with emphasis on 
adaptive management systems, learning by doing and knowledge sharing.  In this 
regard, the significance of institutional capacity and possibly transformation is 
evident as climate change impacts manifest over time and development 
investments become sources of adaptation benefits or liabilities.  At present, the 
latter distinctions are extremely tenuous and unreliable for shaping current 
planning horizons.  Therefore, increasing adaptive capacity within present 
development and climate adaptation contexts appears to be the most robust 
conceptual framework for strategic adaptation investment decisions.   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 1:  Schematic of present and future development and climate adaptation 
ÉÎÖÅÓÔÍÅÎÔ ÎÅÅÄÓȟ ÁÎÄ ÒÅÓÕÌÔÉÎÇ ȰÇÒÅÙ ÁÒÅÁȱ ÏÆ ÏÖÅÒÌÁÐÓ ÁÃÒÏÓÓ ÉÎÔÅÒÖÅÎÔÉÏÎÓȢ   
 

Deep uncertainty for water sector planning 
 
At the global level, uncertain socio-economic development pathways and climate 
system responses to related forcing makes attribution and planning for future 
climate change extremely difficult.  In the Kenyan context, this is compounded by 
other deeply uncertain biophysical and socioeconomic parameters (Table 1).    
 

Table 1: Uncertain parameters  
Biophysical:  

¶ Climate variability and change 
¶ Natural water resource fluctuations  
¶ Current resource endowment  
¶ Ecosystem demand 

Socioeconomic:  



 5 

¶ Population growth and geographic 
distribution  

¶ Sectoral demand and end use 
efficiency  

¶ Global market forces 
¶ Future supply development 
¶ Waste collection, disposal, and 

treatment development  

 
For example, the substantial uncertainty in projected precipitation anomalies 
against present averages for the period of 2045-2065 is illustrated in Figure 2  
ÆÏÒ ÉÎÄÉÃÁÔÉÖÅ ÓÔÁÔÉÏÎÓ ÉÎ +ÅÎÙÁȭÓ ÆÉÖÅ ÍÁÉÎ ÃÁÔÃÈÍÅÎÔ ÂÁÓÉÎÓȢ 

 
Figure 2 .  Projected changes in monthly precipitation anomalies across 9 GCM 
models for the period of 2045-2065, statistically downscaled to Nairobi, Meru, 
Wajir, Lodwar and +ÉÓÕÍÕ ÓÔÁÔÉÏÎÓ ×ÉÔÈÉÎ +ÅÎÙÁȭÓ ÆÉÖÅ ÃÁÔÃÈÍÅÎÔ ÂÁÓÉÎÓȢ  
Climate Change Explorer (CCE) tool, Climate Systems Analysis Group and SEI, 
2009.   
 
Furthermore, a history of poor resource management in the Kenyan water sector 
has led to deficits in present knowledge and capacity that exacerbate future 
uncertainty.  A lack of comprehensive resource accounting, monitoring, and 
regulation has resulted in excessive demand, frequent supply shortages and 
unaccounted for supply losses that are 50% or greater in many urban and rural 
piped water distribution systems (NWDR, 2006).   
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Deep uncertainty surrounding the present and future values and interaction of 
these and other variables creates a challenge for water resource managers.  This 
presents a need to bolster adaptive management systems and decision-making 
that is robust against an envelope of uncertain scenario futures.  For instance, a 
scenario of negative precipitation anomalies, high population growth and low 
end use efficiency among sectors may continue to exhaust urban and rural water 
supplies in arid and semi-arid lands.  While it is beyond the scope of this study to 
conduct such integrated scenario analysis at the country-level, this approach is 
illustrated in a case study of adaptation interventions in the Tana River Basin.   

 

Adaptation economics methods 
 
Three primary methods were used to explore the costs of adaptation to climatic 
risks for the Kenyan water sector.  These include Investment and Financial Flows 
(I&FF) and Adaptation Signatures analyses at the national scale, and scenario-
based modeling of adaptation costs in the Tana River Basin (Table 2). 
 
Table 2:  Adaptation economics assessment methods used 
 
Costing method  Description  Scale Developer  

Investment and 
financial flows 

(I&FF)  

Nationally aggregated 
assessment of changing 

investments needs from climate 
adaptation or mitigation 

National-aggregated UNDP 

Adaptation 
signatures  

Disaggregated national 
assessment of project and 
program-level adaptation  

National- 
disaggregated by 

Kenyan Water 
Services Board (WSBs) 

SEI 

Water Evaluation 
And Planning 

(WEAP) Scenario-
based model 

Stylized scenario-based costing 
of Integrated Water Resource 

Management (IWRM) 
adaptation 

Tana River Basin SEI 

 
 
In line with the overall conceptual framework, present development and 
adaptation needs were the basis of analysis.  Results are very preliminary and 
only indicative of actual costs of adapting to future climate change.  In addition, it 
is worth emphasizing that the methods are not mutually exclusive and can be 
combined to suit specific analyses.  For example, use of scenario-based modeling 
techniques such as WEAP are recommended in I&FF guidelines.  Each of the 
methods is described below.   
 

Investment and Financial Flows (I&FF) 
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Developed by the United Nations Development Programme (UNDP), this 
methodology was designed to assist developing countries in examining their 
Investment and Financial Flows (IF&FF) for addressing climate change.  The 
overall aim of the exercise is to build capacity among country planners to assess 
changes in investments in physical assets (IF) and programmatic measures (FF) 
needed for climate adaptation or mitigation.   Operation and Maintenance Costs 
(O&M) are also accounted for.   
 
The conceptual framework of the method is oriented around two future 
ÓÃÅÎÁÒÉÏÓȟ ρɊ Á ÂÁÓÅÌÉÎÅ ȰÂÕÓÉÎÅÓÓ ÁÓ ÕÓÕÁÌȱ ÂÁÓÅÄ ÏÎ ÃÕÒÒÅÎÔ ÐÏÌÉÃÉÅÓ ÁÎÄ ÐÌÁÎÓ 
and 2) a climate change scenario in which either (but not both) mitigation or 
adaptation measures are taken.  Investment costs of the baseline and climate 
change scenario are compared to determine future changes in investment that 
are needed.  Investment entities identified to take on present and projected 
future costs include households and foreign and domestic corporations and 
governments.  Figure 3  illustrates the nine steps recommended to carry out a 
full I&FF for priority sectors.   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 3.  Steps in sectoral assessments of I&FF to address climate change (UNDP, 
2009). 
 
For a comprehensive description of these procedures, the UNDP methodological 
guidelines are available at www.undpcc.org.  While a comprehensive sectoral 
I&FF analysis was not possible under the time and resource constraints of the 

http://www.undpcc.org/
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study, a partial analysis was conducted with available national data.  These data 
include baseline information sourced from government investment plans based 
on Vision 2030 and Millennium Development Goals, as well as development 
partner investments in water supply and sanitation in Kenya.  Baseline and 
projected I&FFs for the water sector were assessed in reference to current 
climate risks of floods and droughts.  Present funding gaps and areas for 
potential future climate investment opportunities were identified.  These results 
were discussed in light of recent institutional efforts relevant to climate 
adaptation. 
 

Adaptation Signatures 

 
!ÄÁÐÔÁÔÉÏÎ ȬÓÉÇÎÁÔÕÒÅÓȭ ÏÒ ȬÐÁÔÈ×ÁÙÓȭ ÉÓ ÁÎ ÁÎÁÌÙÔÉÃÁÌ ÁÐÐÒÏÁÃÈ ÄÅÖÅÌÏÐÅÄ ÆÏÒ 
short-term strategic decision making under conditions of long-term uncertainty.  
The approach is useful in situations for which no or low-regret approaches are 
needed for adaptation investment decisions.  In the Kenyan context, where 
budgets are tightly constrained and expensive sectoral protection programmes 
risky, typologies of adaptation options including institutional capacity building, 
risk reduction and pilot-based actions for experimental adaptation strategies 
were explored (Figure 4 ).   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 4.  Typology of adaptation options, SEI, 2009. 
 
Development of signatures involves the construction of a narrative based on 
present adaptation strategies and actions to be carried out by identified actors at 
a specific scale.  The matrix in Table 3 illustrates the scope of scales, actors, 
strategies and actions available for constructing signatures.   
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Table 3.  Conceptual matrix of scales, actors, strategies and actions for 
adaptation signatures, SEI, 2009.   
 
 
 
 
 
 
 
 
 
 
 
 
In order to 
link climate 
information in developing country contexts to strategic decision-making, five 
theoretical levels of action were identified to guide the above conceptual 
framework (Figure 5).   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 5.  Theoretical levels of adaptation actions, adapted from  
SEI, 2009. 
 
In the present context, levels of action 1-3 are likely to be the most immediate 
whereas institutional reconfiguration/creation and preparation for climate 
change-induced collapse events within society remain largely hypothetical.   
 
Once one or more adaptation signatures have been constructed, a method of 
costing the long-term evolution of associated costs and benefits of the 
interventions can be identified.  Methods are not limited, but appropriateness 
will vary based on the scale and level of action, as well as resource and data 
constraints.  Most adaptation investments have direct or indirect development 
co-benefits and address adaptation to a range of current and future climate risks.  
Figure 6 presents a stylized version of a costed adaptation signature scenario 
pathway. 
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Figure 6 .  Stylized costs of scenario adaptation signature, SEI, 2009.   
 
For the purposes of this work, an illustrative case study using the adaptation 
signatures approach was carried out for the Tana River Basin using a newly 
developed costing model coupled with the Water Evaluation and Planning 
(WEAP) system, described in later sections.   
 
 

Integrated water modeling case study (WEAP, Tana River Basin) 

 
WEAP is short for Water Evaluation and Planning System.  It is a computer tool 
for integrated water resources planning that provides a comprehensive, flexible 
and user-friendly frameworË ÆÏÒ ÐÏÌÉÃÙ ÁÎÁÌÙÓÉÓȢ  7%!0ȭÓ integrated approach to 
simulating water systems is useful for examining alternative water development 
and management strategies (Droogers et al., 2009). 
 
WEAP operates on the basic principles of a water balance. The analyst represents 
the system in terms of its various supply sources (e.g. rivers, creeks, 
groundwater, and reservoirs); withdrawal, transmission and wastewater 
treatment facilities; ecosystem requirements, water demands and pollution 
generation. The data structure and level of detail may be easily customized to 
meet the requirements of a particular analysis, and to reflect the limits imposed 
by restricted data.  Based on this structure, WEAP is applicable to many scales, 
municipal and agricultural systems, single catchments or complex 
transboundary river systems.  The Tana River catchment basin was selected as 
an illustrative case study for the use of WEAP given the river powers 75% of 
+ÅÎÙÁȭÓ ÅÌÅÃÔÒÉÃÉÔÙ ÐÒÏÄÕÃÔÉÏÎ ÁÎÄ ÐÒÏÖÉÄÅÓ ψπϷ ÏÆ .ÁÉÒÏÂÉȭÓ ×ÁÔÅÒ ÓÕÐÐÌÙ 
(Droogers et al., 2006).  Figure 7 illustrates the schematic overview of the WEAP 
water balance model, integrating various supply and demand nodes within the 
Tana Basin.   
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Figure 7.  Schematic representation of the WEAP model of the Tana River Basin.   
 
For the purposes of this study, four adaptation scenarios were identified and the 
costs and benefits of their implementation tested across and envelope of climate 
scenarios.  The adaptation scenarios were derived from Adaptation Signature 
analyses and included demand and supply side interventions, ecosystem 
ÍÁÎÁÇÅÍÅÎÔȟ ÁÎÄ Á ȰÆÕÌÌ ÁÄÁÐÔÁÔÉÏÎȱ ÓÃÅÎÁÒÉÏ ÃÏÍÂÉÎÉÎÇ ÁÌÌ ÔÈÒÅÅ ÏÐÔÉÏÎÓȢ 
Projected climatic data was taken from the highest and lowest monthly 
anomalies produced from nine statistically downscaled GCM models to the Meru 
meteorological station located in the Tana Basin.  The Climate Change Explorer 
(CCE) tool was the source of projection data while water supply and demand 
data were collected at the basin-level. 
 
Discussion of the structure, functions and parameter values underlying the 
WEAP Tana Basin analysis are comprehensively explored in the case study 
section of this report.  Further details about WEAP can be found on the WEAP 
website and manuals (http://www. weap21.org/). Details how WEAP compares 
to other modeling tools has been described elsewhere (Droogers et al., 2006). 
 

Background:  Economic importance of water resources  
 

Estimated resource endowment  

 
+ÅÎÙÁȭÓ ×ÁÔÅÒ ÒÅÓÏÕÒÃÅÓ ÁÒÅ ÓÉÍÕÌÔÁÎÅÏÕÓÌÙ ÓÃÁÒÃÅ ÂÙ natural endowment and 
underdeveloped under current supply systems.  Kenya is classified as a 
chronically water-scarce country since its annual renewable freshwater supply 
of 647 cubic meters per capita is below standards of global minimum supply of 
1000 m3/capita.  Of the surface and ground water available, only a certain 
proportion can be used safely due to technical accessibility and ecosystem 
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demand requirements.  Figure 8  ÓÈÏ×Ó ÎÁÔÉÏÎÁÌ ÅÓÔÉÍÁÔÅÓ ÏÆ +ÅÎÙÁȭÓ ÁÃÔÕÁÌ ÁÎÄ 
ÐÏÔÅÎÔÉÁÌ ȰÓÁÆÅ ÙÉÅÌÄȱ ÌÅÖÅÌÓ ÉÎ ×hich only 15% of safe freshwater yields are 
developed (World Bank, 2006).   
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 8 .  Actual and potential safe yield levels for surface and groundwater 
abstraction (World Bank, 2006).   
 
Availability of up to date data on current water resources are limited.  National 
water Master Plans (e.g. 1992, 1998) were used as primary references for 
ÅÓÔÉÍÁÔÅÓ ÏÆ ÔÈÅ ÇÅÏÇÒÁÐÈÉÃ ÄÉÓÔÒÉÂÕÔÉÏÎ ÏÆ ÒÅÓÏÕÒÃÅÓ ÁÃÒÏÓÓ ÉÎ +ÅÎÙÁȭÓ ÆÉÖÅ 
drainage basins.  These include the Lake Victoria, Rift Valley, Athi River, Tana 
River and Ewaso Ngiro North basins (Figure 9 ).   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 9.  Five major drainage basins of Kenya.  National Water Master Plan, July 
1998, cited in The State of the Environment 2006/7, Kenya. 
 
The spatial distribution of surface and groundwater resources is dependent on 
regional rainfall patterns, geology and hydrogeology, and ecosystem regulation 
of storage and discharge.  Table 4 depicts estimates of water resources among 
the five drainage basins (National Water Master Plan, 1992).  Recent analysis 
indicates that among these basins, only Tana and Lake Victoria Basins are said to 
have surplus water while the rest have water deficits (Kenya State of the 
Environment Report, 2006/7).  This correlates with the high annual rainfall rates 
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and estimated surface and ground water potential of these basins.  Significantly, 
ÈÏ×ÅÖÅÒȟ ÁÂÏÕÔ υτϷ ÏÆ +ÅÎÙÁȭÓ ×ÁÔÅÒ ÒÅÓÏÕÒÃÅÓ ÁÒÅ ÓÈÁÒÅÄ ×ÉÔÈ ÎÅÉÇÈÂÏÒÉÎÇ 
countries.  For example, while Lake Victoria provides an estimated 54% of 
+ÅÎÙÁȭÓ ÔÏÔÁÌ ×ÁÔÅÒ ÒÅÓÏÕÒÃÅÓȟ +enya also provides 45% of all surface water 
inflows into Lake Victoria, comprising the upper source of the Nile (Kenya State 
of the Environment, 2006/7).  Hence, transboundary water rights significantly 
impact politically politically  ÓÁÆÅ ÙÉÅÌÄÓ ÏÆ +ÅÎÙÁȭÓ water resources (Kenya State 
of the Environment Report, 2006/7).  
 
Table 4.  Distribution of estimated water resources and uses by drainage basin. 
Drainage  Mean 

Annual 
Rainfall 
(mm)  

Size 
in 
Km3 

Estimated 
ground 
water 
potential 
(m 3) 

Estimated 
surface 
water  
potential 
(m 3) 

% total 
national 
water 
resources  

Percentage 
of water 
abstracted  

Main 
water 
uses 

Lake 
Victoria 

1,368 46,000 115.7 11.672 54.1 2.2 Domestic, 
Industrial, 
small-scale 
irrigation 
(HEP 
development 
in progress) 

Rift Valley 562 130,000 125.7 2.784 3.4 1.7 Domestic, 
Industrial, 
Livestock, 
Large & 
small-scale 
irrigation, 
HEP 

Athi 739 67,000 86.7 1.152 4.3 11.6 Domestic, 
TanaLarge & 
small-scale 

Tana 697 126,000 147.3 3.744 32.3 15.9 Domestic, 
Large & 
small-scale 
irrigation, 
Livestock, 
Industrial, 
major HEP 

Ewaso 
Nyiro 

411 210,000 142.4 0.339 5.8 12.4 Livestock, 
domestic, 
Major & 
minor 
irrigation  

Source:  Adapted from 1992 National Water Master Plan, cited in NWDR, 2006. 
 

YŜƴȅŀΩǎ ǿŀǘŜǊ-driven economy  

 
4ÈÅ ÏÒÉÇÉÎÓ ÏÆ ÔÈÅ ÂÁÓÉÎÓ ÓÕÐÐÌÙÉÎÇ +ÅÎÙÁȭÓ ×Áter resources are five montane 
forest systems that make up the largest forest blocks in the country.  They 
include Mt. Kenya, Aberderes, Mau complex, Mt. Elgon, and the Cherangani.  
2ÅÆÅÒÒÅÄ ÔÏ ÁÓ Ȱ×ÁÔÅÒ ÔÏ×ÅÒÓȱȟ ÔÈÅ ÆÏÒÅÓÔÓ ÃÏÍÐÒÉÓÅ ÔÈÅ ÕÐÐÅÒ ÃÁÔÃÈÍÅÎÔÓ Ïf 
+ÅÎÙÁȭÓ ÍÁÉÎ ÒÉÖÅÒÓȟ ÅØÃÅÐÔ ÔÈÅ 4ÓÁÖÏ 2ÉÖÅÒ ÏÒÉÇÉÎÁÔÉÎÇ ÆÒÏÍ -ÔȢ +ÉÌÉÍÁÎÊÁÒÏ 
(Figure 10ɊȢ  4ÈÅÓÅ ÅÃÏÓÙÓÔÅÍÓ ÁÒÅ ÔÈÅ ÆÏÕÎÄÁÔÉÏÎ ÏÆ +ÅÎÙÁȭÓ ×ÁÔÅÒ-driven 
economy (Table 5).  
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Figure 10Ȣ  +ÅÎÙÁȭÓ ÆÉÖÅ Ȱ7ÁÔÅÒ 4Ï×ÅÒÓȱȟ ÆÒÏÍ The Atlas of KeÎÙÁȭÓ #ÈÁÎÇÉÎÇ 
Environment, 2009. 
 
 
Table 5.  %ÃÏÎÏÍÉÃ ÖÁÌÕÅ ÏÆ +ÅÎÙÁȭÓ ×ÁÔÅÒ ÔÏ×ÅÒÓ 

 
Source:  Kenya State of the Environment 2006/7.   
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$ÉÒÅÃÔ ÄÅÐÅÎÄÅÎÃÅ ÏÎ ÆÒÅÓÈ×ÁÔÅÒ ÒÅÓÏÕÒÃÅÓ ÁÍÏÎÇ +ÅÎÙÁȭÓ ÐÒÉÎÃÉÐÌÅ ÅÃÏÎÏÍÉÃ 
sectors is dominated by irrigated agriculture (Table 6).  Accounting for around 
76% of total demand, coffee, tea and horticulture are the primary users.  
According to government estimates, agricultural productivity from irrigation 
directly contributes about 3% of GDP and provides about 18% of the value of all 
agriculture produce.  The water resource needs of rain-fed agriculture are 
ÅÑÕÁÌÌÙ ÖÉÔÁÌ ÔÏ ÔÈÅ +ÅÎÙÁÎ ÅÃÏÎÏÍÙȢ  /ÃÃÕÐÙÉÎÇ ςπϷ ÏÆ +ÅÎÙÁȭÓ ÌÁÎÄ ÓÕÒÆÁÃÅȟ 
which carries 80% of the population, rain-fed agriculture supports subsistence 
farmers that make up over 70% of the Kenyan workforce and supply the 
majority of national food requirements (Kenya SIP, 2009).   
 
Domestic water consumption among urban and rural users comprises the second 
largest direct source of water demand, with significant non-market implications 
for health and well being.  At present, it is estimated that 40% and 60% of rural 
and urban areas have access to water, respectively (Kenya SIP, 2009).  Livestock 
water demand is also significant and provides the principle livelihood for 
KÅÎÙÁȭÓ !ÒÉÄ ÁÎÄ 3ÅÍÉ-Arid Lands (ASALs) that span 80% of the country and 
carry about 45.5% of the total livestock population (World Bank, 2006).  While 
ÄÉÒÅÃÔ ÉÎÄÕÓÔÒÉÁÌ ÄÅÍÁÎÄ ÏÆ ×ÁÔÅÒ ÉÓ ÏÎÌÙ τϷ ÔÈÅ ÏÖÅÒÁÌÌ ÄÅÍÁÎÄȟ χυϷ ÏÆ +ÅÎÙÁȭÓ 
domestically generated electricity comes from hydroelectric generation 
(Droogers et al., 2006).  Hence, there is significant indirect dependence on water 
resources through hydroelectric power reliance among industrial and service 
sectors, which together make up 70% of the Kenyan economy (Figure 11 ).   
 
Table 6.  Estimated water demand, 1990-2010 (thousands of m3/day)  

 
 
 
 
 
 
 
 
 
 
 
 

Source:  Republic of Kenya, 1992, cited in World Bank, 2006. 
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Figure 11 .  Principle economic sectors, Republic of Kenya, 2002, cited in World 
Bank, 2006. 
 

Costs of current climate variability and resource degradation  

 
The economic impacts of climatic extremes in the form of floods and droughts, 
occurring roughly every 5 and 7 years, respectively, are a significant drag to the 
Kenyan economy estimated at 2.4% GDP (Ksh 16 billion per annum).  
Compounded by the impacts of resource degradation estimated to be at least 
0.5%, together these costs are about 50% of the annual GDP growth of the 1990s 
(Figure 12 ). 
 

That is, droughts and general degradation of the resource base, in 
ÁÄÄÉÔÉÏÎ ÔÏ ÔÈÅ ÓÔÅÁÄÙ ÄÅÔÅÒÉÏÒÁÔÉÏÎ ÉÎ ÔÈÅ ÃÏÕÎÔÒÙȭÓ ÉÎÆÒÁÓÔÒÕÃÔÕÒÅȟ ÁÒÅ 
exerting a huge impact on economic production (World Bank, 2006). 

 
 
Figure 12 .  Relative annualized impacts of floods, droughts and resourced 
degradation to the Kenyan economy (World Bank, 2006). 
 
 
 
 
 
 
 
 
 
 
 
 
The highest cost impacts of flood and drought events, and water resource 
degradation are detailed in Table 7 and Figure 13  below.  Loss of industrial 
production and increased electricity generation costs from droughts, and 
infrastructure damage from floods dominate market costs of extreme events 
while estimates from resource degradation are small in comparison.   
 
 
Table 7:  Estimated highest cost impacts of floods, droughts and water resource 
degradation. 
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Source:  World Bank, 2006. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 13 .  Estimated highest cost impacts of floods, droughts and water 
resources degradation, from World Bank, 2006.  

Future demand  

 
&ÒÏÍ +ÅÎÙÁȭÓ .ÁÔÉÏÎÁÌ Water Resources Management Strategy (NWRMS), the 
estimated total available water resources in Kenya are 7,400 million m3 per year 
safe yield of surface water, and 1000 million m3 per year annual safe yield of 
groundwater.  As part of the NWRMS, future water demand was projected based 
on population growth trends and estimates of 30% improvement in water use 
efficiency in irrigation, compared to the present estimate of 1 litre/se per Ha 
(used 50% of the time) (Kenya SIP, 2009).  Base on these assumptions, by 2030 
estimated water use approaches total available resources, reaching an average of 

Attribute  Highest cost impacts  Total estimated 
ÃÏÓÔ ɉȬπππȟπππɊ  
       
 Ksh               $USD 

Flood Road network, 
communication, buildings and 
water infrastructure damage 

62,000 777 

Health treatment costs 4,500 56 
Water systems 3,600 45 

Drought Loss of industrial production 110,000 1,400 
Increased cost of generation 51,000 632 
Crop loss 19,000 241 

Resource 
degradation 

Increased pumping costs for 
Nairobi 

870 11 

Cost of urban water treatment 850 11 
Desalinization 600 7 
Reduced fish production 680 9 

Total   252,420 3,180 
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7,000 million m3.  This highlights the urgency of efficiency gains in irrigated 
agriculture in particular (Table 8, Figure 14).  
 
Table 8.  Total water use projections (2008-2030) 

Figure 14 .  Future water use based on sectoral demand and population growth 
projections, Kenya SIP, 2009. 
 
 
As a result of increased consumption from key economic sectors and projected 
demands of a rapidly growing population, total water availability per capita 
decreases from 242 to and average of 152 m3/capita/annum ( Figure 15 ).   
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 15 .  Future water availability, Kenya SIP, 2009. 
 
However, it is important to stress the extreme uncertainty of such projections, as 
they do not account for scenario climatic change and are founded upon uncertain 
baseline resources, population growth and use efficiency estimates, which also 
result in discrepancies with other projected estimates.  Nevertheless, present 
water scarcity and demand projections underscore the need for immediate 
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investment in storage, efficiency and improved catchment and water resources 
management (Kenya SIP, 2009).   
 

Development planning horizons  

 
"Ù ςπσπȟ ÉÔ ÉÓ +ÅÎÙÁȭÓ ÄÅÖÅÌÏÐÍÅÎÔ ÖÉÓÉÏÎ ÔÏ ÂÅÃÏÍÅ Á ÍÉÄÄÌÅ-income country 
(Vision 2030).  This and other poverty reduction and development objectives are 
shaping sectoral planning horizons and related water resource development.  
Overall objectives of key initiatives directly related to water are summarized in 
Table 9.  ThesÅ ÉÎÃÌÕÄÅ 6ÉÓÉÏÎ ςπσπȟ +ÅÎÙÁȭÓ %ÃÏÎÏÍÉÃ 2ÅÃÏÖÅÒÙ 3ÔÒÁÔÅÇÙ ɉ%23Ɋȟ 
the Millennium Development Goals (MDGs), and Nile Basin Initiative. 
 
Table 9.  Primary development objections related to water resources 
Source Initiative  Overall Objective  

Vision 2030, medium (2008-12) and long-term 
plan 

Ensure improved water and sanitation are 
available and accessible to all, and increased 
agricultural productivity  

Economic Recovery Strategy (ERS) and PRSP Provide water and sanitation to the majority of 
the poor at a reasonable distance (~2km)  with 
active local community and authority 
involvement in management of water and 
sewage services 

Millennium Development Goal 7, Target 10 Halve by 2015 the proportion of people 
without sustainable access to safe drinking 
water and sanitation services 

Nile Basin Initiative Shared Vision Achieve sustainable socioeconomic 
development through the equitable utilization 
of, and benefit from, the common Nile Basin 
water resources 

 

In 2009, as part of a revised planning framework for the water and sanitation 
sector, Kenya released a Sectoral Investment Plan (SIP) covering the period from 
2008-2030.  The objective of the SIP is to present a strategic outlook and 
ÉÎÖÅÓÔÍÅÎÔ ÎÅÅÄÓ ÔÏ ÒÅÁÃÈ ÔÈÅ -$'Ó ÁÎÄ ÔÈÅ 'ÏÖÅÒÎÍÅÎÔȭÓ 6ÉÓÉÏÎ ςπσπȢ  In 
addition to the SIP, strategies exist for ÅÁÃÈ ÏÆ +ÅÎÙÁȭÓ 11 Water Sector 
Institutions (WSIs), operating under the guidance of the Ministry of  Water and 
Irrigation .   
 
The investment framework for the SIP is structured around targets for sub-
sectors including i) Water Services, ii) Sanitation, iii) Irrigation, Drainage & Land 
Reclamation and iv) Water Resources Management, as well as overall sector 
management goals (Table 10 ).  Note that these programme targets incorporate 
flagship projects for the water sector outlined in Vision 2030. 
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Table 10:  Sub-sector targets for water supply and sanitation 

Programme Performance 

Indicators 

Expected outputs Expected outcomes 

Water Supply 

and Sewerage 

 

Proportion of urban 

population with access to 

safe water supply  

 

Proportion of rural 

population with access to 

safe water supply 

 

 

 

Proportion of urban 

population using improved 

sanitation facilities 

 

Proportion of rural 

population using improved 

sanitation facilities 

50 km Mzima pipeline rehabilitated 

and expanded  

 

Water supplies infrastructure 

expanded in 26 medium size towns 

(Narok, Machakos, Maralal, Wajir, 

Wote, Hola, Chuka, Ruiru, Athi 

River, Siaya, Ol Kalou, Matuu, 

Maua, Moiôs Bridge and Limuru, 

Moyale, Kapsowar, Maseno, 

Kapenguria, Lokitaung, Karuri, 

Lamu, Chogoria, Kitui, Kilgoris 

and Kehancha).                                                                               

140 boreholes drilled annually in 

ASAL areas. 

 160 small dams/pans constructed 

annually in ASAL areas. 

180 new water and sanitation 

projects constructed in rural areas 

annually.    

Urban access to safe water 

increased from 60% to 75% by 

2012 

Rural access to safe water 

increased from 40% to 65% by 

2012 

 

 

Urban access to improved 

sanitation increased from 55% to 

70% by 2012 

 

 

 

 

 

 

 

Rural access to improved 

sanitation increased from 45% to 

66% by 2012 

Water Resources 

Management  

 

Increased water 

storage/harvesting and 

supply across the country 

through construction of 

dams 

 

 

2 large multi-purpose dams of 2.4 

billion m3 total capacity for flood 

control, irrigation and domestic use 

(on River Nzoia, River Nyando)                                                                                    

 22 medium sized multi-purpose 

dams with 2 billion m3   

 

54 km canal constructed (Rahole) 

by 2012 

 

600 hydromet stations rehabilitated 

 

2 International Standard hydromet 

stations established 

 

12 Monitoring boreholes drilled 

Volume of Water increased by 

4.4 billion M3 by 2012 

 

 

 

 

 

Accurate Water Resources 

Information easily accessible 

Equity in distribution of water 

resources 

Provision of 

Irrigation and 

Drainage 

Infrastructure  

Increase in total area of 

productive land under 

irrigation (ha) 

 

475 Small holder community 

irrigation schemes constructed  

Yatta canal extended by 100km and 

one uptake dam constructed at 

Thika River 

 50,000 ha of irrigated land by 

2012 

Source:  Sectoral Investment Plan for the Water and Sanitation Sector in Kenya, 
2009. 
 
Based on the above targets, three sub-sector strategies were developed and their 
costs incorporated into the SIP (Figure 16).  These include a National Water 
Services Strategy (NWSS), Draft Irrigation and Drainage Strategy, and National 
Water Resources Management Strategy (NWRMS) detailed below (Figure s 17-
19).    
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Figure 16 .  Water sector investment plan (2008-2030), Kenya SIP, 2009. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 17 .  National Water Services Strategy (NWSS), Kenya SIP, 2009. 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 18 .  Draft Irrigation and Drainage Strategy, Kenya SIP, 2009. 
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Figure 19 .  National Water Resources Management Strategy (NWRMS), Kenya 
SIP, 2009. 
 
SIP projections estimate the financing needed to achieve each of the sub-sector 
strategies nationally.  This information will in turn guide relevant WSIs through 
the 3-Year Sector Plans and Medium Expenditure Framework (MTEF).  Results of 
this initial SIP exercise lay out a baseline and scenario investment framework for 
sustainable sectoral development towards 2030.   

 

Preliminary I&FF analysis  
 
As a step in the process of building up an evidence base for investments in 
climate adaptation, the Investment and Financial Flows (I&FF) methodology is 
one of many emerging techniques (UNDP, 2009).  Under UNDP support, ongoing 
I&FF assessments for either sector-based adaptation or mitigation are being pilot 
tested in 10 developing country contexts, including 7 in Africa.  Publically 
available sector-based methodological guidelines were used for the following 
preliminary assessment for adaptation investments in the Kenya water sector 
(www.undpcc.org).   
 
The sequence of steps suggested when undertaking I&FF analysis include 
defining the sectoral scope, compiling historical I&FF data, establishing a 
baseline and adaptation scenarios coupled with respective I&FF projections 
(Figure 3 ).  Due to the limited time and resources available for this study, a 
preliminary national -level I&FF assessment was carried out and drawn almost 
ÅØÃÌÕÓÉÖÅÌÙ ÆÒÏÍ +ÅÎÙÁȭÓ ςππω 3ÅÃÔÏÒÁÌ )ÎÖÅÓÔÍÅÎÔ 0ÌÁÎȢ  3)0 ÃÁÌÃÕÌÁÔÉÏÎÓ 
determining sector investment requirements were carried out using a Strategic 
Investment Model (SSIM).  In order to obtain more accurate historical I&FF data, 
and inform adaptation scenario development, it is recommended that a full I&FF 
be carried out through a country-led stakeholder engagement process.   
 

Sectoral scope 

 
Due to the significant socio-economic impacts of current floods and drought 
events and resource degradation, an I&FF adaptation investment assessment 
was conducted for the Kenyan water sector.  Given the uncertainty surrounding 
future climate risËÓ ÔÏ +ÅÎÙÁȭÓ ×ÁÔÅÒ ÓÅÃÔÏÒȟ Á ÃÏÎÃÅÐÔÕÁÌ ÁÐÐÒÏÁÃÈ ÆÏÃÕÓÉÎÇ 
primarily on projections of both available and needed funding to address existing 
climate risks and development targets was used.  Key parameters for the 
ÁÓÓÅÓÓÍÅÎÔ ×ÅÒÅ ÂÁÓÅÄ ÏÎ +ÅÎÙÁȭÓ ςππω 3)0 Ãonsisting of three sub-sector 
strategies including i) the National Water Services Strategy, ii) Draft Irrigation 
and Drainage Strategy, and iii) National Water Resources Management Strategy.  
 

http://www.undpcc.org/
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Historical I&FF data  

 
Historical I&FF data were based on recent analyses covering the period of 2007-
2010.  A longer timeframe was not explored given data finding constraints, in 
addition to the substantial institutional re-organization and legislative changes 
prior to this period, which significantly altered funding allocation.  Limited 
availability of national-level investment information restricted historical 
investment analysis to the recurrent and development expenditures of the 
Government of Kenya (GoK) and its foreign development partners (DPs).   
 
Based on total GoK and DP investments, recurrent budgets supporting water 
sector institutions have remained stable over the period of 2007-2010, while 
development budgets have nearly doubled in the last two years from Kshs 11.65 
billion (gross) in 2007/8 to 24.7 billi on in 2009/10 (Figure 20 ).  This reflects 
increased government and donor commitment to water resource development 
(WSTG Budget Analysis, 2009).   
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 20 .  $ÅÖÅÌÏÐÍÅÎÔ ÉÎÖÅÓÔÍÅÎÔ ÃÏÍÍÉÔÍÅÎÔÓ ÉÎ +ÅÎÙÁȭÓ ×ÁÔÅÒ ÓÅÃÔÏÒ 
budget (2007/8 -2010/11), from WSTG Budget Analysis, 2009.  Appropriation in 
Aid (AIA) (red line) represents total development partner contributions.  Net 
budget (blue line) represents GoK investments.  Gross (green line) represents 
combined GoK and DP budget contributions. 
 

Baseline scenario 

 
! ÂÁÓÅÌÉÎÅ ÓÃÅÎÁÒÉÏ ÆÏÒ +ÅÎÙÁȭÓ ×ÁÔÅÒ ÒÅÓÏÕÒÃÅÓ ×ÁÓ ÄÅÒÉÖÅÄ ÆÒÏÍ ÔÈÅ 3ÅÃÔÏÒÁÌ 
Investment Plan.  In line with the sectoral targets outlined in the Vision 2030 and 
MDGs, the four sub-sector strategies of the SIP served as a development baseline 
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scenario.  Parameters capturing financing need categories for these plans are 
detailed in Table 11. 
 

Table 11. Categories of sector financing needs  
Sectoral Financing Needs  
 

¶ Water Services 
¶ Sanitation 
¶ Irrigation, Drainage and Land Reclamation (ID&LR) 
¶ Water Resources Management Operations 
¶ Water Resources Management Infrastructure 
¶ Sector Management 

 
 

I&FF estimates for baseline scenario 

 
A baseline scenario for future sector funding based on current plans was derived 
from investment and financial flows, and operating and maintenance (O&M) 
costs using the calculations a Strategic Sectoral Investment Model (SSIM) directly 
ÆÒÏÍ +ÅÎÙÁȭÓ 3)0 ÁÎÁÌÙÓÉÓȢ  /ÕÔÐÕÔÓ ÏÆ ÔÈÉÓ ÁÎÁÌÙÓÉÓ ÉÎÃÌÕÄÅ ×ÁÔÅÒ ÓÅÃÔÏÒ 
investment per sub-sector (Figure 21 ), level of water sector funding by source 
(Figure 22, Table 12), and total sector funding (Figure 23 ). 

 
 
 
Figure 21 , Figure 22:  Investments per sub-sector and sector funding by source.  
Abbreviations:  Water resources management (WRM), Irrigation, drainage and 
land reclamation (ID&LR), Local Authorities Transfer Fund (LATF), Development 
Partners (DP) Constituency Development Fund (CDF), Kenya SIP, 2009 
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Table 12.  Projected water sector funding by source 

Source:  Kenya SIP, 2009.   

 
Figure 23 :  Projected available water sector funding by source, Kenya SIP, 2009. 
 
From Figures 21 and 22, water services and sanitation are the primary sub-
sector investments, paid for mostly by service revenues and user contributions.  
According to these projections, 57% of total water sector funding is anticipated 
to come from user contributions in the form of WRM fees and water user 
charges, farmer and private sector investment in irrigation.  As noted in the SIP, 
ÉÔ ÉÓ ÉÍÐÏÒÔÁÎÔ ÔÏ ÈÉÇÈÌÉÇÈÔ ÔÈÁÔ ȰÔÈÉÓ ÉÓ ÔÏ ÓÏÍÅ ÅØÔÅÎÔ ÁÎ ÉÎÃÏÒÒÅÃÔ ÐÉÃÔÕÒÅȱ since 
estimated O&M costs associated with ID&LR investments are not included under 
the assumption they are covered fully by farmers.  However, O&M costs were 
included for water services funding requirements, and sanitation includes 
investments by users in on-site sanitation.  Hence, these results should be seen 
as highly illustrative and in the case of irrigation, significant underestimates.   
 
In terms of domestic and foreign public contributions, direct funding from 
Government (development and recurrent budgets) and foreign donors are 16% 
and 13%, respectively.  NGO and off-budget donor support is potentially as high 
as 50% of Government and on-budget donor funding, therefore an additional 
contribution of 10% was added to Table 10.    
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Taken upon the assumptions underlying the Strategic Sectoral Investment 
Model, by 2030 an average of Ksh 95.5 billion /yr  (USD$ 1.3 billion) is projected 
to be available for water sector funding across public and private investment 
entities.  Between 2008 and 2030, a cumulative amount of Ksh 1,834 billion  
(USD$ 24.5 billion) is projected to be available for investment in the six priority 
sub-sector areas.   
 
In order to validate SSIM calculations for the base year of 2008, results were 
compared with current Government and development partner investments in 
the water sector (Table 13).   
 
Table 13.  Actual and SIP derived investment in the water sector by public 
investment entities 
Public investment 
entity 

SIP 2008/9  
(Ksh million)  

Actual 2008/9  
(Ksh million)  

 Development Recurrent Development Recurrent 

GoK 8,357 3,343 12,051 3,530 

Development 
partners 

13,322 Not 
calculated 

6,146 1,147 

Sub-total 21,679 3,343 18,197 4,678 

Grand total  25,022 22,875 

 
Source:  +ÅÎÙÁ 3)0ȟ ςππωȟ +ÅÎÙÁȭÓ ×ÁÔÅÒ ÓÅÃÔÏÒ ÄÅÖÅÌÏÐÍÅÎÔ ÂÕÄÇÅÔȟ ςππχȾψ -
2010/11, from WSTG Budget Analysis, 2009. 
 
Results of the comparison between actual and SIP investments by foreign and 
domestic public investors are favorable.  SIP estimates are not dramatically 
different (>Ksh 2,147 million) than total actual development and recurrent 
expenditure by the GoK and development partners.  Moreover, use of the SIP 
projected available funding as a baseline I&FF appears reasonable based on 
current knowledge. 
 

Defining an adaptation scenario 

 
According to the UNDP guidelines, I&FF analysts are instructed to compile 
detailed descriptions of adaptation options to be implemented, and assess the 
implications of those measures.  Table 14 shows suggested I&FF investments 
from the water sector I&FF guidelines. 
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Table 14.  IF and FF examples for the water sector 

 
Source:  Kenya, SIP. 
 
Sub-ÓÅÃÔÏÒ ÓÔÒÁÔÅÇÉÅÓ ÁÌÒÅÁÄÙ ÉÎ ÐÌÁÃÅ ×ÉÔÈÉÎ +ÅÎÙÁȭÓ 3)0 ÒÅÖÅÁÌ ÔÈÁÔ ÁÎÁÌÏÇÏÕÓ 
analysis to the UNDP I&FF of sectoral interventions has been carried out, albeit 
through a framework of development rather than climate change adaptation 
targets (Figures 16-19).  For instance, given the substantial economic losses 
ÃÁÕÓÅÄ ÂÙ ÃÕÒÒÅÎÔ ÄÒÏÕÇÈÔ ÅÖÅÎÔÓ ÃÏÍÐÏÕÎÄÅÄ ÂÙ Á ÇÒÏ×ÉÎÇ ÐÏÐÕÌÁÔÉÏÎȭÓ ×ÁÔÅÒ 
demands, improved water storage and harvesting are major sectoral 
development priorities.  Under the UNDP I&FF framework, such interventions 
could double as precautionary climate change adaptation measures.  Recall 
&ÉÇÕÒÅ ρȟ ÉÎ ×ÈÉÃÈ ÔÈÅ ÓÕÂÓÔÁÎÔÉÁÌ ÇÒÅÙ ÁÒÅÁ ÏÆ ȬÁÄÄÉÔÉÏÎÁÌÉÔÙȭ ÍÁËÅÓ 
differentiating between development and adaptation interventions extremely 
ÄÉÆÆÉÃÕÌÔȢ  )Î ÍÁÎÙ ÄÅÖÅÌÏÐÉÎÇ ÃÏÕÎÔÒÙ ÃÏÎÔÅØÔÓȟ ÉÎÃÌÕÄÉÎÇ +ÅÎÙÁȭÓȟ ÓÕÃÈ Á 
distinctions are arguably political  decisions, given the extent of uncertainty 
surrounding climate change and determinants of future resource demand.  Areas 
of significant exception relate to sea level rise and glacial melt (e.g. Mt. Kenya) 
strongly linked to anthropogenic climate change.   
 
It is therefore recommended that classification of adaptation interventions and 
scenario development involve intensive engagement of country stakeholders and 
is based on adaptation measures for coping with trends in current climate risks.  
As part of a country-led effort, the UNDP suggests workshop events bringing 
together government ministries, resource managers, development partners, 
NGO, local communities and other investment entities.  This way, knowledgeable 
experts can inform categorization of appropriate adaptation investment needs as 
they might differ from development at national and sub-national levels 
 
For the purposes of this national-level assessment, scenario adaptation 
considerations were limited to funding gap analysis of the SIP. 
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I&FF for adaptation scenario 

  
Although an explicit adaptation scenario was not developed from the SIP-based 
I&FF baseline, the gap arising between projected investment needs and available 
funds is used as a possible entry point for discussions for adaptation I&FF 
scenario development.  Within the 2008-2030 planning period, an annual 
financing gap of approximately Ksh 20 billion  (USD $264 million) develops.  
From SIP analysis, this arises mainly due to increasing funding requirements for 
investment in irrigation and in major water resource management infrastructure 
such as dams (Table 15, Figure 24 ).  By 2030, the gap grows to Ksh 564.8 
billion .   
 
Table 15.  Total water sector funding gap 

Source:  Kenya SIP, 2009. 
 
 

 
 
 

 

 
Figure 24.   Total water sector funding gap, Kenya SIP, 2009.  
 
 
Filling all or part of such funding gaps as they arise presents is a possible 
opportunity  for outside investment entities to target adaptation financing.  This 
would support Kenya in achieving its Vision 2030 and MDG commitments, and 
possibly increase long-term institutional and local resilience to future climate 
change.   
 
Further consideration might be given for an additional percentage of current 
ÆÉÎÁÎÃÉÎÇ ÎÅÅÄÓ ÔÏ ÂÅ ÁÄÄÅÄ ÁÓ ÁÎ ÁÄÁÐÔÁÔÉÏÎ ÆÉÎÁÎÃÅ ȬÂÕÆÆÅÒȭȢ  'ÉÖÅÎ ÔÈÅ 3)0 
assumption that user contributions will account for 57% of projected investment 
costs of sub-sector strategies, it seems reasonable to also assume that it may 



 29 

require significant amounts of time for such contributions to be fully realized.   
Adaptation financing that subsidizes sector investments and cost-recovery 
programmes targeting low-income groups frequently exposed to extreme events 
might be considered to supplement this.  Additional financing might also be 
needed if water use efficiency improvements in agriculture and irrigation O&M 
costs covered by farmers carrying prove unrealistic.   
 
While bottom-up estimates of additional adaptation financing needed to realize 
sectoral development targets would ideally come from a process of stakeholder 
engagement, the following section briefly discusses aggregated global estimates 
of these additional climate change adaptation costs.   

Comparison with global estimates  

 
The projected annual funding gap of Ksh 20 billion (USD $264 million) was 
compared with projections of future climate adaptation costs needed for Africa 
and Kenya in order to contextualize both findings.  Based on research by the 
International Institute for Environment and Development (IIED) and Grantham 
Institute, UNFCCC estimates of required adaptation financing flows globally for 
the water sector of USD$ 11 billion/yr as a substantial underestimate (Table 
16).   
 
Table 16 .  Summary of IIED/Grantham findings (2009) on the UNFCCC (2007) 
assessment.   

Sector UNFCCC Global Flow IIED commentary on UNFCCC estimates 

Agriculture forestry & 
fisheries 

$14 billion/yr  Considers a reasonable first approximation 

Water resources $11 billion/yr  Considers a potentially substantial under-estimate, due to 
omission of flood risk, water transfers, and ensemble range 

Coastal Zones $11 billion/yr  Considers underestimate by factor of 3 due to higher potential 
sea level rise  

Human health  $5 billion/yr  Considers underestimate as only includes 30-50% of extra 
disease burden from climate change in developing countries  

Infra-structure $8 - 130 billion/yr  Consider major underestimate as low levels of future 
development in some regions (so less infrastructure to protect), 
only large events, and relatively low mark-up. 

Eco-systems Not included Omitted in UNFCC so underestimate (cites $65ɀ$300 billion/yr)  

Other sectors Not included Not included 

TOTAL $49 - 171 billion/yr  Considers investme nt needs are 2 ɀ 3 times higher 
than UNFCCC 

Source:  SEI, 2009. 
 
 
Based on the IIED/Grantham review, estimates for adaptation finance needs in 
Africa were made 2 ɀ 3 times higher than the UNFCCC numbers.  Different 
approaches can be used to scale these revised estimates to the country-level.  
Table 17 details the breakdown of the USD $11 billion estimate using 
population, GDP and land area to allocate investment across East African 
countries.  Note, this method of allocation is purely illustrative and does not take 
into account relative economic differences (e.g. LDC vs. non-LDC) or indicators of 
vulnerability to climate climatic risk.   
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Table 17 .  Country-level adaptation funding needs based on UNFCCC estimates  

 $ million / year Scaled on the basis of 

Population  GDP  Land area 

All Africa 14346 - 29793 

Burundi 124 - 258 16 - 67 9 - 37 

Kenya 557 - 1156 131 - 542 120 - 497 

Rwanda 144 - 299 33 - 138 7 - 30 

Tanzania 601 - 1248 84 - 348 84 - 348 

Uganda 455 - 946 128 - 532 53 - 222 

East Africa  1881 - 3907 392 -1627  273 - 1134  

Note: data of population, GDP (2006), and land area used here were obtained from WHO statistics, UN data, 

the World Factbook (2006), FAO dataset, and Yale University 2005 Environmental Sustainability Index 

(ESI). Note scaling by the GDP in 2030, rather than currently, would make a difference to the numbers, and 

is a source of uncertainty given these apply to future investment flows.  

Source:  SEI, 2009. 

 
Based on population, Kenya would receive the highest proportion of adaptation 
finance, estimated between USD $557 and $1,156 million.  Compared to the 
estimated funding gap of USD $264 million for the Kenyan water sector, it is 
conceivable that global adaptation financing flows could supplement this gap and 
additional adaptation costs conceived by country stakeholders in future I&FF 
assessments.   
 

Policy implications and recommendations 

 
At global and national levels, estimates of the additional costs of climate 
adaptation are many and growing.  While of potential use for country delegations 
to climate policy negotiations, such estimates are of marginal value to sectoral 
planners at national and sub-national levels.  The latter may be attributed to 
ÃÏÎÓÉÄÅÒÁÂÌÅ ÏÖÅÒÌÁÐÓ ÏÒ ȬÇÒÅÙ ÁÒÅÁÓȭ ÂÅÔ×ÅÅÎ ÒÅÃÏÍÍÅÎÄÅÄ ÁÄÁÐÔÁÔÉÏÎ ÏÐÔÉÏÎÓ 
and current development plans, and lack of grounding in unique country 
contexts.  Moreover, rigorous estimation of current and future investment needs 
to achieve sectoral development targets is a valuable exercise for contextualizing 
additional climate change adaptation investment decisions.  Estimates from 
+ÅÎÙÁȭÓ 3)0 ÁÓÓÅÓÓÍÅÎÔ ÒÅÐÒÅÓÅÎÔ Á ÓÔÒÏÎÇ ÓÔÅÐ ÉÎ ÔÈÅ ÒÉÇÈÔ ÄÉÒÅÃÔÉÏÎ ÆÏÒ ÍÁËÉÎÇ 
the process of adaptation investment decisions more transparent.  This is 
particularly true with regard to identifying sources of projected available 
development funding relative to estimated investment needs. 
 
From the perspective of climate change adaptation as a socio-institutional 
process, however, the challenge of investment needs assessments is not the 
costing of decisions, but the decisions themselves.  How Kenyans decided to 
appropriate available revenues and outside investments to prepare for climate 
change is a highly political, national and sub-national process.  In order to 
facilitate this strategic decision-making, it may be recommendable for entirely 
new institutions to be formed that have the capacity and mandate to coordinate 
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adaptation investment decisions in the context of diverse sectoral and cross-
sectoral development ambitions.   
 
In addition, significant capacity investments should be considered for robust, 
scenario-based decision making to inform future planning processes, and adapt 
as conditions change.  Support for institutional transformation or creation is an 
immediate and clearly additional adaptation finance investment opportunity.  In 
ÔÈÅ ÃÁÓÅ ÏÆ +ÅÎÙÁȭÓ ×ÁÔÅÒ ÓÅÃÔÏÒȟ ÐÏÓÉÔÉÖÅ ÓÉÇÎÁÌÓ ÈÁÖÅ ÂÅÅÎ ÓÅÅÎ ÓÉÎÃÅ ÔÈÅ 
transformational institutional changes following the Water Act of 2002.  
Investment in improved data collection and coordination among water sector 
institutions, development of the SIP, stakeholder engagement, anticipated 
scenario-based investment planning techniques (e.g. use of MIKE Basin) and pro-
poor sub-sector implementation plan (PPIP) represent progressive 
developments in a sector plagued by mismanagement and information scarcity.   
 
!Ó ÔÈÅ ÓÔÁÔÕÓ ÏÆ +ÅÎÙÁȭÓ ÃÌÉÍÁÔÅ ÁÎÄ ÄÅÖÅÌÏÐÍÅÎÔ ÃÈÁÎÇÅȟ ÓÕÃÈ ÉÍÐÒÏÖÅÍÅÎÔÓ ÉÎ 
current management processes may prove sufficient for adaptation needs.  
However, multiple stressors including demand changes under population growth 
and economic transitions, compounded by limited nature water endowments, 
may push such arrangements beyond stable states and necessitate formation of 
new institutions to manage complex and uncertain climate-society interactions.  
The appropriateness of these and other strategic adaptation decisions can only 
be determined through an ongoing process of country-led, multi-scale 
stakeholder engagement. 
 
 
 
 
 
 
 
 
 
 
 
 

Adaptation signatures 
 
To illustrate the adaptation signature methodology, case study work was carried 
out for the Tana River Basin.  Cost estimates based on the signature were derived 
using an adapted version of the Water Evaluation And Planning (WEAP) model 
(Droogers et al., 2009).  Model results were discussed in the context of current 
Water Sector Board (WSB) development plans for the upper Tana Basin, and 
recommendations made for robust adaptation options below cost.   
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Background of Tana River Basin  

 
The Tana River Basin performs water regulation functions of critical importance 
to the KÅÎÙÁÎ ÅÃÏÎÏÍÙ ÁÎÄ ÄÅÖÅÌÏÐÍÅÎÔȢ  4ÈÅ ÆÏÒÅÓÔ ×ÁÔÅÒÓÈÅÄ ɉȰÔÏ×ÅÒȱɊ 
ÃÏÖÅÒÉÎÇ -ÔȢ +ÅÎÙÁ ÐÒÏÖÉÄÅÓ ÔÈÅ ÓÏÕÒÃÅ ÏÆ ÔÈÅ ÂÁÓÉÎȭÓ ×ÁÔÅÒ ÆÌÏ×ÓȢ  4ÈÅÓÅ ÆÌÏ×Ó 
power the Seven Forks hydroelectric cascade, powering Kenya with over 70% of 
its domestic electricity, and providÉÎÇ ÔÈÅ ÍÁÊÏÒÉÔÙ ÏÆ .ÁÉÒÏÂÉȭÓ ×ÁÔÅÒ ÓÕÐÐÌÙȟ 
accounting for 15.9% of basin abstractions (NWDR, 2006). 
 
Although of historically good water quality, high rates of siltation from poor land 
management in the upper catchment, over abstraction for irrigation, agricultural 
pollution and municipal sewage contamination have degraded the river.  Water 
distribution in the basin is also not even, leaving some areas very dry and 
ÃÌÁÓÓÉÆÉÅÄ ÁÓ ÐÁÒÔ ÏÆ +ÅÎÙÁȭÓ ÁÒÉÄ ÁÎÄ ÓÅÍÉ-arid lands where conflict over water 
access has erupted in recent years (Kenya State of the Environment Report, 
2006/7).  According to the Tana Water Services Board (WSB), an estimated 20% 
of the population has access to sustainable and safe water (Kenya SIP, 2009).  
Up-stream water management and abstraction have also led to the reduced 
productivity of downstream agriculture, pastoral and fishing operations as 
annual flooding events and water quality are reduced, and fish can no longer 
move freely through the upper and middle reaches of the river (NWDR, 2006).   
 
While water resource management issues arguably dominate external influences 
on the basin, flood and drought events, namely El Nino and La Nina related, have 
also resulted in significant physical impacts and economic losses (Table 18).   
 
Table 18.  Primary water resource challenges and associated impacts for the 
Tana Basin, derived from NWDR, 2006 and World Bank, 2006. 
 

 

Issue Description  Major socio-economic costs 
Floods El Nino events, e.g. 

1998 
Dams and pans damaged from flood events 
resulted in costs estimated around Ksh 63 
million.  
 
Storm damage due to El Nino affected food 
distribution in areas where roads were flooded, 
damaged, or washed away (notably the Tana 
River) 
 

Droughts 1999/2000  (La 
Nina events), 2009 

Hydroelectric power reductions of 41% from 
3,062.5 GWh in 1999 to 1,793.8 GWh in 2000 
 
Water and hydroelectricity shortages (2009) 

Resource 
degradation 

Siltation from 
catchment 
degradation  
 
 
Over-abstraction  

Uncertain loss in Masinga Dam storage volume, 
but sedimentation rates much greater (10 
million tons/yr) than des ign capacity of 3 
million tons/yr  
 
Over-abstraction for irrigation purposes, e.g. 
Marunga River 
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Adaptation signature:  Tana River Basin 

 
"ÁÓÅÄ ÏÎ ÔÈÅ 4ÁÎÁ "ÁÓÉÎȭÓ ×ÁÔÅÒ ÒÅÓÏÕÒÃÅ ÃÈÁÌÌÅÎÇÅÓ ÉÎ ÒÅÌÁÔÉÏÎ ÔÏ ÃÌÉÍÁÔÅ ÒÉÓks 
and management issues, an adaptation signature was developed to explore the 
performance of interventions across scenario climate futures (Table 19).   
 
Table 19.  Adaptation signature for Tana River Basin 
Source:  SEI, 2009.   

 
In light of growing demand from irrigated and rain-fed agriculture and urban 
areas, these are recommendable actions in the context of current development 
needs (Kenya SIP, 2009).  Demand and supply-side management and ecosystem 
protection interventions were selected as they simultaneously increase resource 
availability, efficiency, and sustainability.  As climate risk coping strategies, these 
considerations, in addition to improved monitoring networks and risk reduction 
policies, are considered robust actions in light of current flood and drought 
impacts.1   Given the considerable range in scenario projections of future climate 
change for this sub-region of Kenya, it is important to plan for both extremes in 
the short term (Figure 25 ).   
 
Figure 25 .  Projected total monthly precipitation anomaly for Meru station in the 
Tana River Basin from 9 statistically downscaled global climate models for the 
2045-65 period. Climate Change Explorer Tool, Climate Systems Analysis Group 
and SEI, 2009.   

                                                        
1 There are about 24 water quality sampling stations distributed throughout the 
Basin.  Out of 205 registered hydrometric stations, an estimated 66 were still 
operating in 2001, representing a 67% reduction in capacity (NWDR, 2006). 

Strategy Level of 
action  

Actions  Regional actors  
(Private/public)  

Demand-side 
management  

1-3 ¶ Improved irrigation efficiency 
¶ Improved urban water consumption 

¶ P/P 
¶ P/P 

Supply-side 
management  

1-3 ¶ Domestic water harvesting  
¶ Increased reservoir storage capacity  

¶ P/P 
¶ Public 

Ecosystem 
protection  

1-3 ¶ Erosion control sustainable land 
management techniques  

¶ Improved rain-fed agriculture water 
use  

¶ P/P 
 
¶ P/P 

Monitoring  3 ¶ Rehabilitate hydrometric station 
network  

¶ Public 

Risk 
reduction 
policies  

3 ¶ Early warning system (flood, drought) 
¶ Disaster risk and flood plains policies 

¶ Public 
¶ Public 
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Levels of actions in the signature typology varied, due to the broad range of 
potential project or program approaches for implementing the five signature 
options across private (households, water service providers, NGOs, etc.) and 
public (GoK, DPs) actors.  Levels 1 and 2, undertaken by individuals and 
households, and level 3 actions requiring institutional or outside support are 
considered the most likely in the near-term.  Institutional change (level 4) might 
be considered for the medium to long-term future as adaptation needs increase.   
 
The individual and combined performance of the adaptation strategies was 
explored using the WEAP model, based on the demand and supply management, 
and ecosystem protection interventions.  Monitoring and risk reduction policies 
could not be captured by the modeling technique, however, for the latter, 
scenario testing is recommended for future work.  The primary measure to text 
ÏÐÔÉÏÎÓȭ ÒÅÌÁÔÉÖÅ ÐÅÒÆÏÒÍÁÎÃÅ ÍÅÁÓÕÒÅÓ ×ÁÓ ÈÙÄÒÏÅÌÅÃÔÒÉÃÉÔÙ ÏÕÔÐÕÔ, while the 
importance of other market and non-market costs is recognized.   
 
 

WEAP model case study 

Setting up model 

The basis for the updated version of the WEAP model is the catchment approach. 
The Upper and Middle Tana basin (up to the proposed location of the Fourth-
Fork dam) have been divided into nine catchments (Figure 26 ). Each catchment 
provides water resources through a rainfall-runoff process. These catchments 
are similar to the delineation used by the Kenyan Ministry of Water and 
Irrigation and the Tana Water Resources Management Authority (WRMA). A 
screenshot of the updated model can be seen in Figure 17. 
 
For each Catchment the most important characteristics included are: 
¶ Total area in ha 
¶ Land cover in percentage for: 

o Forest 
o Agriculture rainfed 
o Coffee 
o Tea 
o Irrigated agriculture  
o Rangeland 
o Open water 

¶ Land cover characteristics 
o Crop coefficient 
o Effective precipitation 

¶ Climate 
o Precipitation 
o Potential evapotranspiration 

 
Other important features included in the model are: 
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¶ Towns 
o Population 
o Water requirements 
o Water return flows 

¶ Reservoirs 
o Storage capacity 
o Hydropower generation 
o Cost / benefit hydropower 

 
A detailed description of the value of each of these variables has been included in 
the Appendix.  
 
With this setup the WEAP model can be used as an integrated framework 
including water supply, water demand and hydropower cost/benefit analysis.  
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Figure 26 . Upper Tana catchments. 
 



 36 

 
Figure 17. Overview of the newly developed WEAP model. 

 

Calibration and validation of model 

 
Observed and simulated inflows into the Masinga Reservoir are plotted in Figure 
28. Based on this figure it can be concluded that the model is performing very 
well in simulating streamflow. Observed annual average inflow into Masinga is 
2131 MCM over these five years, while simulated inflow is 2189 MCM. 
 
For the five main reservoirs in the area observed outflows were available and 
were compared with simulated ones. 20 indicates that simulated outflows from 
the five reservoirs match reasonable well the observed ones for the years 2001 
to 2004. For the years 2002 and 2003 simulated outflows are slightly higher than 
observed ones. The main reasons for this are two peak runoff events (Figure 29 ) 
for Kindaruma Reservoir. It is not completely clear what the reason for this 
mismatch is.  Rainfall might be incorrect, but given the correct simulation of 
inflow into Masinga (Figure 28 ) this is unlikely. Given the fact that in WEAP 
rainfall -runoff processes are conceptual defined rather than physical, this might 
cause some errors. However, for most other months the model is performing 
very well. Another explanation might be that observations on outflow of the 
reservoirs do not include flows over the spill-way. In many reservoirs only water 
through the turbines is monitored and spill-way flows are often not monitored or 
recorded (This argument is confirmed when comparing with the recorded and 
simulated hydropower generation, see hereafter). 
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A last validation of the model performance is done by comparing reported 
hydropower generation to simulated hydropower by WEAP (Figure 30 ). It is 
surprising how close these two are if one considers the many factors that 
determine hydropower generation such as: discharge, rating characteristics, 
minimum and maximum turbine flow, tailwater elevation, plant factor, etc. 
 
Obviously, further calibration/validation could be performed to increase the 
accuracy of the model within the range of limitations given the conceptual nature 
of WEAP. However, based on the various comparisons between observed and 
simulated data as presented here, it can be concluded that the model is 
performing very well and can be used to undertake scenario analysis. Moreover, 
in the context of scenario analysis one should realize that relative accuracy of 
models is more important than absolute accuracy (Droogers et al. 2008). 
 

 

Table 20. Observed and simulated outflows for the main reservoirs in Tana 

Basin. 

 
OUTFLOW MCM MCM 

Masinga Observed Simulated 

2001 1012 924 

2002 2031 2561 

2003 2909 3447 

2004 1892 1709 

Kamburu   

2001 1438 1395 

2002 2804 3521 

2003 3619 4381 

2004 2247 1891 

Gitaru   

2001 1530 1382 

2002 2888 3518 

2003 3576 4386 

2004 2151 1892 

Kindaruma   

2001 1366 1370 

2002 2688 3514 

2003 3336 4391 

2004 2157 1893 

Kiambere   

2001 1283 1564 

2002 3101 4479 

2003 3754 5593 

2004 2436 2425 
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Figure 28 . Observed and simulated inflow in Masinga Reservoir. 
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Figure 29 . Observed and simulated outflow for Kindaruma Reservoir. 
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Figure 30.  Reported and simulated hydropower generation. 
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WEAP model projections and Scenarios 
 

Framing 

The main reason to apply models is their ability to explore different scenarios. 
These scenarios can capture aspects that cannot directly be influenced, such as 
population growth and climate change (Droogers and Aerts, 2005). These are 
often referred to as projections. Contrary to this are the adaptation measures (or 
management scenarios or interventions) where water managers and policy 
makers can make decisions that will have a direct impact. Examples are changes 
in reservoir operation rules, water allocation between sectors, investment in 
infrastructure such as water treatment or desalinization plants, and 
agricultural/irrigation practices. In other words: models enable to change focus 
from a re-active towards a pro-active approach (Figure 31 ).  
 
The so-called robust decision making (RDM) process to support policy making 
has been advocated recently (SEI, 2009). In the context of this study it was 
selected to explore a limited set of adaptation strategies, based on two climate 
change projections. The developed model can be used subsequently in a RDM 
process, or, given the strength of WEAP, in an interactive stakeholder setting. 
The latter can be performed easily as scenario analysis in WEAP can be 
performed on the fly.  
 

 

Figure 31 . The concept of using simulation models in scenario analysis, 

Droogers and Perry, 2008. 
 

 

Climate change scenarios 

For this specific project climate projections are derived from the Climate Change 
Explorer (http://wikiadapt.org/index.php?title=The_Climate_Change_Explorer_Tool ). 
Projections for the period 2045-2065 in minimum temperature, maximum 
temperature and precipitation for the station Meru have been used to correct the 
model meteorological input. Projections were extracted for the following nine 
GCMs: 
¶ cccma_cgcm3_1:  Canadian Centre for Climate Modeling and Analysis, the 

third generation coupled global climate model (CGCM3.1 Model, T47). 


